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Bale Plunge Counter 

Monitor plunges per bale for  better bale consistency

System includes:

4.3” Colour Touchscreen display

Inductive sensors 

Wiring harness

RAM mount for display

Plug and play installation

*Scale optional*

Plunge count sensor on 

Packing finger / Plunger

Bale count sensor on needle arm

NOTE: Display above is split screen with scale option

Plunge counter display screen

13          12

24kg

NOTE: Display shown is without 

Scales option (plunge counter only)
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Bale Plunge Counter Installation 

Locate Bale count plug/sensor and mount sensor in a location 

that normally gets a signal while needle arm is home. 

Mount sensor yellow face 10-15mm from needle arm in home position

Locate Plunge count plug/sensor and mount 

In a location that gets 1 signal per plunge. We 

Recommend mounting on a packing finger 

Arm/shaft that rotates once ONLY per plunge. 

Mount sensor yellow face 10-15mm from metal

Tab pickup surface. NOTE: Yellow face can be

rotated for correct orientation.

To scales (Optional).

Load cell amplifier 

module required

To Front of Baler
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MF Baler Sensor Location

Needle Arm Sensor

Chamber

Needle Arm

Plunger Sensor - (Remove top plunger cover for access)

Yellow Face of Sensor facing down 

towards top of Plunger plate to 

receive 1 plunge per stroke of 

plunger (Yellow face configuration can be 

changed by removing the 2 Allen's keys and 

rotating the sensor)

NOTE: Sensors are activated by a metal surface 

moving in front of the yellow face and have up to 

50mm sensitivity. Best mounting position is 

10mm away from the metal surface that you are 

detecting.

Run the machine manually by turning the 

flywheel by hand to check clearances before 

running PTO from tractor!


